MOULDS - CONCRETE CUBE MOULDS

As Per IS 10086 - 1982 & IS 516 - 1959.
Used for casting, concrete specimen for Compression tests.
Made of Cast Iron. Complete with Base Plate.

AIC-CM-100CI CONCRETE CUBE MOULDS. 100mm. CAST
IRON.

Size : 100 mm W x 100 mm L x 100 mm D. Made of Cast Iron.

AIC-CM-150CI CONCRETE CUBE MOULDS. 150mm. CAST
IRON.

Size : 150mm W x 150mm L x 150mm D. Weight : 08.00 Kg Approx.

AIC-CM-GU1501ISI CONCRETE CUBE MOULDS. 150mm.
CAST IRON. ISI MARKED.
Size : 150mm W x 150mm L x 150mm D. Weight : 13.0 Kg. Approx.

AIC-CM-KE1501ISI CONCRETE CUBE MOULDS. 150mm.
CAST IRON. ISI MARKED.
Size : 150mm W x 150mm L x 150mm D. Approx : 14.00 Kg.

MOULDS - BEAM MOULDS /

As Per IS 10086 - 1982 & IS 516 - 1959.
Used for casting, concrete specimen for Compression & flexure tests.
Made of Mild steel or Cast Iron. Complete with Base Plate.

AIC-BM-1050MS BEAM MOULDS. 10cm x 10cm x 50cm MILD STEEL.

AIC-BM-1050CI BEAM MOULDS. 10cm x 10cm x 50cm. CAST IRON.
AIC-BM-1570MS BEAM MOULDS. 15cm x 15cm x 70cm. MILD STEEL.
AIC-BM-1570CI BEAM MOULDS. 15cm x 15cm x 70cm CAST IRON.
AIC-BM-1575MS BEAM MOULDS. 15cm x 15cm x 75cm. MILD STEEL.

AIC-BM-1575CI BEAM MOULDS. 15cm x 15cm x 75cm. CAST IRON.

/ MOULDS - CYLINDRICAL MOULDS

As Per IS 10086 - 1982 & IS 516 - 1959.
Used for casting cement or concrete cylindrical moulds for
test of compressive strength.

Made of Cast Iron.

AIC-CYM-1530 CYLINDRICAL MOULD. 150mm Dia x 300mm Height.

AIC-CYM-1010 CYLINDRICAL MOULD. 100mm Dia x 100mm Height.

AIC-CYM-1020 CYLINDRICAL MOULD. 100mm Dia x 200mm Height.

/ AIC-CYM-1030 CYLINDRICAL MOULD. 100mm Dia x 300mm Height.

AIC-CYM-1515 CYLINDRICAL MOULD. 150mm Dia x 150mm Height.
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